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THE QUESTIONNAIRE 

On application unmudding composition (UMC)

for an inflow intensification

	
	Dates of performance of the order and success 

depend on accuracy of the data!
	Date:
	

	
	Company (country)
	

	
	Post address 
	

	
	Contact person, position
	

	
	Phone; fax ; E-mail
	

	
	Well  data
	Geographic location

	
	Oilfield
	
	Formation
	

	
	Well No
	
	Type of the well
	

	
	Rig type
	
	Spud date
	



PRODUCTIVE PARAMETERS



Log data  please send to fax +7-85592- 511-44 or e-mail innoil@mail.ru  

Compiler: ______________/____________________ /

                                                                                                                                             (signature, name)

No�
Parameters�
Data�
Recommended values�
�
1�
Stratum type (a  terrigene,  a carbonate )�
�
�
�
2�
Permeability, mD�
�
From  10�
�
3�
Open porosity, %�
�
From 10�
�
4�
Shaliness�
�
�
�
5�
Recoverable  reserves,  a thousand tons�
�
From 10�
�
6�
Extracted reserves, %�
�
From 10 till 70�
�
7�
The intervals of   perforation�
�
�
�
8�
An artificial bottom�
�
�
�
9�
A present bottom�
�
�
�
10�
Diameter of casing�
�
�
�
11�
Diameter of  tubing�
�
�
�
12�
Formational pressure�
�
Not less than 50 % from the hydrostatic�
�
13�
Flow rate at present time  m3/day�
�
�
�
14�
Max flow rate  m3/day, when?�
�
�
�
15�
A stratum productivity factor�
�
�
�
16�
Periodicity of the well’s pump  work (it is constant or in accumulation)�
�
�
�
17�
Water Cut at present day, %�
�
Up to 60�
�
18�
Reasons of  Water Cut , log data�
�
�
�
19�
Dynamic level�
�
�
�
20�
Static level�
�
�
�
21�
What kinds of processing were done earlier (when)?�
�
�
�
22�
Type and  structure of  stratum’s fluids �
�
No limited�
�
23�
Temperature on the bottom�
�
No limited�
�
24�
Well design�
�
�
�
25�
Level of a cement in casing string-borehole annulus�
�
�
�
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